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=j (54) Title: IMPLANT FOR INTRACORPORAL, TELEMETRIC MEASUREMENT 

^5 (54) Bezeichnung: IMPLANTAT FUR EINE INTRA KORPOR ALE, TELEMETRISHE MESSUNG 

^= (57) Abstract: The invention relates to an implant 

which is used to carry out intracorporal, telemet- 
ric measurements. Said implant comprises a sensor 
device (1) and an inductive coil (2) which is con- 
nected to the sensor device (1) by means of elec- 
tric connection lines (4) arranged on a longitudinal 
carrier (3), also comprising a covering (5) which 
encapsulates the sensor device (1), the carrier (3) 
which is provided with the connection lines (4), and 
the coil (2). The carrier (3) for the electric connec- 
tion lines (4) has a strength which is measured in 
such a manner that the sensor device (1), which is 
firmly connected to a carrier end, is guided to the 
destination during implantation by the carrier (3) 
and is maintained in position at the destination, and 
the covering part (6) encapsulating the coil (2) is 
configured for subcutaneous fixing. 

(57) Zusammenfassung: Ein Implantat fur eine 
intrakorporale, telemetrische Messung mit einer 
Sensoreinrichtung 1 und einer induktiven Spule 
2, welche uber auf einem langlichen Trager 3 
angeordnete elektrische Verbindungsleitungen 
4 an die Sensoreinrichtung 1 angeschlossen 
ist, und einer Umhullung 5, mit welcher die 
Sensoreinrichtung 1, der Trager 3 mit den 
Verbindungsleitungen 4 und die Spule 2 verkapselt 
sind, wobei der Trager 3 flir die elektrischen 
Verbindungsleitungen 4 eine derart bemessene 
Festigkeit aufweist, dass die Sensoreinrichtung 
1, welche mit einem Tragerende fest verbunden 
ist, mittels des Tragers 3 beim Implantieren zum 
Zielort gefuhrt und 
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am Zielort positioniert gehalten ist, und das die Spule 2 verkapselnde Urn hUllungsteil 6 fur eine subkutane Befestigung ausgestaltet 
ist. 



